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BASE PLATE ASSEMBLY-
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OF TWO THREADS ABOVE TOP OF 
NUT OR 5/8" (IN) MAXIMUM (TYP.) 
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FOUNDATION DETAIL 

NOTES 

1. See Standard Plan J-20.26 for Accessible Pedestrian Pushbutton details. 

2. Where shown in the plans, install plaque (R10-32P) "PUSH BUTTON FOR 2 SECONDS FOR EXTRA 
CROSSING TIME" above the Accessible Pedestrian Signal (APS) assembly. Add 14" (in) to post 
height to accommodate plaque and leave a 2" (in) space between signs. 

3. Mounting distances vary between manufacturers. See manufacturers recommendations for mounting information. 

4. Junction Box serving the Standard shall preferably be located 5'- 0" (10'- 0" Max.) from the Standard. 

EQUIPMENT GROUNDING 
CONDUCTOR 

CONDUIT COUPLING - INSTALL FLUSH 
WITH TOP OF FOUNDATION (DO NOT 
GLUE PVC STUBOUT) 

TOP OF FOUNDATION 

FINISHED 
GRADE 

ANCHOR BOLT TEMPLATE ASSEMBLY 

ANCHOR BOLT TEMPLATE- TWO REQUIRED 

1/2" (IN) x 18" (IN) FULL THREAD ANCHOR BOLT­
FOUR REQUIRED PER ASSEMBLY 

1/2" (IN) DIAMETER STEEL HEAVY HEX NUTS­
FOUR REQUIRED PER ANCHOR BOLT 

FLAT WASHERS- FOUR REQUIRED 
PER ANCHOR BOLT 

COMMERCIAL CONCRETE 
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ELEVATION 

ACCESSIBLE PEDESTRIAN 
SIGNAL (APS) ASSEMBLY 

10" (IN) OR LESS DESIRABLE-
18" (IN) MAXIMUM 

EDGE OF 
SIDEWALK 

TOP OF 
SIDEWALK 

ACCESSIBLE PEDESTRIAN 
PUSHBUTTON POST (PPB) 

AND FOUNDATION 
STANDARD PLAN J-20.10-03 
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